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MAIN FEATURES ON THE G214 CONTROLLER              

•  4.3” LCD display 
• USB port for easy upload of software & download of logged data  
• Extensive integrated logging capabilities with access to log 

directly on the display
• Monitoring of multiple alarm conditions
• Integrated memory for up to 20 years of logged data
• Multiple languages available in controller 
• Battery backup for alarms, logging and temperature monitoring in 

case of power failure 
• Auto cycle in case of probe failure 
• 3 levels of password protection 

MAIN FEATURES ON THE V700/V500 CONTROLLER              

• Large 7” / 5” resistive touch screen display makes it easy to access 
all the functions  

• Self-diagnostic test 
• ECO mode - reducing operating costs
• Display can be operated with gloves 
• Display is easy to clean - no accidental button presses 
• USB port for easy upload of software & download of logged data  
• Extensive integrated logging capabilities with access to detailed 

log directly on the display
• Monitoring of power and multiple alarm conditions
• Integrated memory for 20 years of logged data
• Multiple languages available in controller
• Battery backup for alarms, logging and temperature monitoring in 

case of power failure
• Auto cycle in case of probe failure
• Advanced service mode
• 3 levels of password protection
• Digital temperature graph
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Temperature will rise gradually and the samples will be destroyed

Arctiko TRUEDUALTM

The inside temperature will stay in the low temperatures
and serve as a backup
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MODEL ULUF P400MV ULUF P510MV ULUF P620MV ULUF P830MV

Dimensions exterior  W×D×H (inches) 29.7x33.8/39.4*x78.7 35.2x 33.8/39.4*x78.7 40.7x33.8/39.4*x78.7 11.2x33.8/39.4*x78.7

Capacity (cu.FT) 13.5 17.5 21.5 28.8

Temperature range (ºC) -40 / -86 -40 / -86 -40 / -86 -40 / -86

Power consumption 7.3 8.1 8.4 8.9

Total capacity of 50 mm boxes (pcs) 264 352 440 616

Max. no. of shelves (pcs) 5 5 5 5

Max. no. of samples (pcs) 26.400 35.200 44.000 61.600

Controller V700 V700 V700 V700

* Depth of 39.4 inches includes detachable airflow management and noise reduction system
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MODEL ULUF P10MV ULUF P50MV ULUF P90MV

Dimensions exterior  W×D×H (inches) 17.6x27.9x28.8 25.9x30.6x32.9 36.9x30.6x32.9

Capacity (cu.FT) 0.25 1.76 3.1

Temperature range (ºC) -25/-86 -25/-86 -25/-86

Power consumption 3 4.2 4.8

Total capacity of 50 mm boxes (pcs) 5 30 60

Max. no. of samples (pcs) 500 3.000 6.000

Controller V500 V500 V500
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MODEL ULUF 15 ULUF 65 ULUF 125

Dimensions exterior W×D×H (inches) 15.76 x 24.82 x 26.20 23.64 x 27.97 x 31.91 37.43 x 28.56 x 31.91

Capacity (cu.FT)  0.3 1.9 3.3

Temperature range (ºC) -40/-86 -40/-86 -40/-86

Power consumption 7.6 6.9 7.0

Total capacity of 50 mm boxes (pcs) 5 30 48

Max. no. of shelves (pcs) - - 1

Max. no. of samples (pcs) 500 3.000 4.800

Controller G 214 G 214 G 214

MODEL SUF 500 SUF 100 SF 500 SF 150

Dimension exterior W x D x H (inches) 61.54 x 28.09 x 34.87 21.75 x 26.12 x 33.49 61.54 x 28.09 x 34.87 28.45 x 26.12 x 850

Capacity(cuTF) 13 2.5 13 4.7

Temperature range (°C) -40 / -86 -40 / -86 -30/-60 -30/ -60

Power consumption 10.8 7.7 7.7 6.6

Total capacity of 50 mm boxes (pcs) 282 40 - -

Controller Dixell Xr30cx Dixell Xr30cx Dixell Xr30cx Dixell Xr30cx

NATURAL 
REFRIGERANT
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MODEL PRE 60 PRE 125 PRE 285 PRE 380 PRE 490

Dimensions exterior WxDxH (inches) 21 x 24 x 26 24 x 24 x 32 24 x 24 x 60 24 x 28 x 72 31 x 28 x 27

Capacity (cu.FT) 2.12 3.85 9.35 13.95 17.23

Temperature range (ºC) +2 / +8 +2/+8 +2 / +8 +2 / +8 +2 / +8

Power consumption 1.5 2.0 2.4 3.0 3.2

Max. no. of shelves (pcs) 2 / 2 3 / 3 6 / 6 7 / 7 7 / 7

Max. load per shelf (lb) 33 44 44 53 68

Controller Honker / NTC Honker / NTC Honker / NTC Honker / NTC Honker / NTC

NEW PRODUCTS 
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LRE 60 LRE 125 LRE 285 LRE 380 LRE 490

21 x 24 x 26 24 x 24 x 32 24 x 24 x 60 24 x 28 x 72 31 x 28 x 77

2.12 3.85 9.36 13.95 17.23

+2 / +8 +2 / +8 +2 / +8 +2 / +8 +2 / +8

1.4 1.9 2.3 2.7 3.1

2 / 2 3 / 3 6 / 6 7 / 7 7 / 7

33 44 44 53 68

Honker / NTC Honker / NTC Honker / NTC Honker / NTC Honker / NTC

⊲

MODEL LFE 60 LFE 125 LFE 285 LFE 380 LFE 490

Dimensions exterior WxDxH (inches) 21 x 24 x 26 24 x 24 x 32 24 x 24 x 60 24 x 28 x 72 31 x 28 x 77

Capacity (cu.FT) 2.3 4.17 10.06 14.13 17.34

Temperature range (ºC) -25 to -10 -25 to -10 -25 to -10 -25 to -10 -25 to -10

Power consumption 1.4 2.0 2.3 2.5 2.8

Max. no. of shelves (pcs) 2 / 2 3 / 3 6 / 6 7 / 7 7 / 7

Max. load per shelf (lb) 33 44 44 53 68

Controller Honker / NTC Honker / NTC Honker / NTC Honker / NTC Honker / NTC
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MODEL PR 350 PR 650 PR 1350

Dimensions exterior W×D×H (inches) 24 x 24 x 72 28 x 31 x 79 57 x 31 x 79

Capacity (cu.FT) 14.13 24.72 49.44

Temperature range (ºC) +2 / +8 +2 / +8 +2 / +8

Power consumption 3.04 3.81 3.85

Max. no. of shelves (pcs) 6 6 6

Max. load per shelf (lb) 66 99 99

Controller Carel iJS / NTC Carel iJS / NTC Carel iJS / NTC

⊲

⊲

⊲⊲

LR 650 LR 1350 LF 650 LF 1350 

28 x 31 x 79 57 x 31 x 79 28 x 31 x79 57 x 31 x 79

24.72 49.44 24.72 49.44

+2 / +8  +2 / +8 -10 / -25 -10 / -25

3.81 3.85 5.43 7.39

6 12 6 12

99 99 99 99

Carel iJS / NTC Carel iJS / NTC Carel iJS / NTC Carel iJS / NTC
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ULUF P400MV / P510MV
ULUF P620MV / P830MV

LFE 60 / LFE 125 / LFE 285
LFE 380 / LFE 490 / LF 650 / 1350

SF 500 / 150

°C

-60°

-86°

+2/+8°
PRE 60 / PRE 125 / PRE 285/ PRE 380 / PRE 490
LRE 60 / LRE 125 / LRE 285 / LRE 380 / LRE 490
PR 350 / 650 / 1350

-25°

ULUF P10MV / P50MV / P90MV 

SUF 500 / 100
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